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DV Ring Light Quick Start Guide 

Setup and Mounting 

Troubleshooting: Light Won't Turn On?

• Verify the USB cable is fully connected
• Ensure the viscometer is powered on
• Check that the dimmer switch isn't set to the lowest setting

Extra Notes 

Compatible with all current and legacy DV and Analog Viscometers.

Purpose:

• Improve visibility in low-lit lab environments
• Enhance clarity of spindle immersion marks and documentation photos 

Tips for Best Results:

• Center the ring light evenly around the pivot cup
• Position the dimmer switch on the left side for easy access 

Register Your Accessory: 

http://www.brookfieldengineering.com/contactus/register-product 

Accessory Operation Instructions and Product Registration 

(800) 628-8139 or (508) 946-6200 
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Included in the Box:

• DV Ring Light
• USB power cord
• Optional US wall adapter

Before Mounting:
• Ensure no accessory is attached to the pivot cup
• Confirm all components are present and undamaged 

Mounting Instructions:
1. Position the ring light with the dimmer switch on the left side
2. Level the light fixture
3. Tighten the mounting screws firmly (ensure protective screw covers are in 

place)
4. Confirm the dimmer switch is clearly accessible

Powering the Light:
• Plug the USB cable into the rear USB port on your viscometer
• The light powers on automatically when the instrument starts
• If no USB port is available, use the included wall adapter or any USB-A power source (2.5W min)


